
Mode/PS-A Dual

Pressure sensing switches with adjustable set point 

Application 
Model PS-A Dual airtlow proving switches are designed for HVAC or Energy Management applications which require an 

adjustable switch. They are suitable for surface mounting in areas where internai access is limited.PS-A Dual switches are used to 
sense positive, negative or differential air pressure. Various mounting configurations, electrical connections, and sample line 
connections are available. 

General description & operation 
This air tlow switch may be used to sense duct static pressure or to prove blower is running and performs as an interlock to 
assure proper air movement when equipment is on and running. 
The device is gravity sensitive and must be installed in a vertical position. 

This unit is ETL approved. 
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Specifications 
Mode/ PS-A Dual 
Air pressure sensing switches with fixed set point 

Mounting position: 

Mount with the diaphragm in any 
vertical plane. 

Set point range: 
Preset at 0.05±0.02"w.c. 

(1.27±0.508 mm) 

For PS-A (with adjustment screw): 
Adjustable range .05"to 12" 

Switching differential (approximate): 
0.02±0.01 "w.c. 
(0.5082±0.254 mm w.c.) 
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Measured media: 
Air, or combustion byproducts that 
will not degrade silicone. 

Maximum pressure: 
1/2 psi (0.03 bar) 

Operating temperature range: 
-40°F to 180°F 
(-40.0°( to 82.2°() 

Life: 
100,00 cycles minimum at 1/2 psi maximum pressure 
each cycle and at maximum rated electrical load. 
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Electrica/ rating : 
300 VA pilot duty at 155 to 277 VAC, 
15 amps non inductive to 277 VAC, 60 Hz. 

Contact arrangement options: 
SPOT 

Electrical connections : 
5cre w terminais with cup washers 

Sample fine connector options: 
1/4" compression fitting 

Shipping weight: 
< 1 lbs. 

Approvals: 
ETL 
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Mount with the diaphragm in any vertical plane. 

Dimensions 
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Copper nut 

Pt IV 

The micro switch is 
glued from the inside 

Epoxy resin glue 
2020A:TXH-651 B=2:1 

Adjusting screw 
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